
ACCESSORIES:
AS VARIED AS YOUR NEEDS

2-WHEELED CONTAINER SYSTEMS

Apertures

Locks

Noise reduction

Markings

and much more



Every customer has individual requirements

wheels 250 mm wheels 250 mm

paper slot paper slot

aperture for recycling 150 mm 

recycling aperture

paper hood paper hood

recycling aperture

aperture for recycling 150 mm 

aperture for recycling 200 mm aperture for recycling 200 mm 

1. Chassis

WHEELS
250 mm diameter for 60 to 240 litre containers
300 mm diameter for 340 litre container
For easy manoeuvering

2. Lid apertures

RECYCLING APERTURES-ROUND
150 mm diameter with rubber rosette and cover ring
Ring neatly covers the rosette fastenings 
Suitable for standard bottles
200 mm diameter with rubber rosette
Suitable for large bottles
150 or 200 mm diameter without rubber rosette
A low cost solution 

lid within a lid lid within a lid

RECYCLING APERTURES-RECTANGULAR
Rectangular opening with brushes and cover ring 
Suitable for the collection of recyclable material such 
as plastics, glass and cans
Ring neatly covers the brush fastening

OTHER OPTIONS
Lid within a lid
Available for 240 and 340 litre containers with EURO 2 lid
The lightweight additional lid allows for effortless filling of
the container
Prevents depositing of bulky waste
Various eye-catching colour options

PAPER APERTURE
Paper slot
Disposal of confidential documents
Moulded in for added strength

Paper hood 
Available for 240 and 340 litre containers with EURO 2 lid
Recommended for outdoor use
Various eye-catching colour options



triangular lid lock

lid closing lid opening

triangular lid lock

chassis

automatic lock automatic lock

triangular lid lock triangular lid lock

3. Noise reduction 

LID CLOSING
Reduces the noise of the lid when closing 

LID OPENING
Prevents lid banging against body when fully opened

CHASSIS
Specially tight-fitting axle for quiet movement

4. Lid locks

TRIANGULAR LID LOCK
For extra security
Operated with triangular key in accordance with DIN
standard
Snap-lock or lock/unlock function 

automatic lock automatic lock

AUTOMATIC LOCK
The container unlocks automatically when emptied and 
locks again when lowered. The collector does not require
a key and there is no slowing of the disposal.
Automatic locks are available with either individual or
universal keys 

PADLOCK DEVICE
For all common types of padlock (not shown)

chassis



adhesive label

lid imprint

screen printing screen printing

hot-foil imprint

5. Markings

LID IMPRINT
A permanent imprint is stamped into the container
HOT-FOIL IMPRINT
A durable, single colour hot-foil imprint for individual 
marking on the container body

SCREEN PRINTING
Individual, single colour marking on body and/or lid

ADHESIVE LABEL
Individual markings with exchangeable multicoloured 
adhesive labels

80litres square insert

40 litres round insert

60 litres square insert35 litres square insert

50 litres round insert

6. VARIO inserts

ROUND INSERTS
Volume 40 or 50 litres
Restricts available capacity in standard 120 MGB

SQUARE INSERTS
Volume 35, 60 or 80 litres
Restricts available capacity in standard 120 MGB



All models, all options
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lid

250 mm diameter
Wheels

300 mm diameter

Packaging aperture 260 x 150 mm with
cover ring and brushes

Paper hood

Lid within a lid

Triangular

Padlock device

Automatic lock

(lid closing and opening, wheels)

Lid imprint

Screen printing on lid

Adhesive label on lid

Screen printing on body (single-colour)

Hot-foil imprint on body (single-colour)

Adhesive label on body

40 litres round

50 litres round

35 litres square 

60 litres square 

80 litres square 

150 mm
without rubber rosette
150 mm with cover ring

Aperture for glass and rubber rosette
200 mm

cans and plastics without rubber rosette
200 mm
with rubber rosette

300 x 60 mm left to right

Paper slot 300 x 30 mm left to right

300 x 60 mm front to back

Chassis

Lid locks

Noise reduction

Individual

markings

VARIO inserts

Lid apertures
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with Euro 2 lid

SULO MGB Australia Pty Ltd
123 Wisemans Ferry Road
Somersby NSW 2250
Australia
Tel: +61 (0) 2 - 4348 8188
Fax: +61 (0) 2 - 4348 8128
Internet: www.sulo.com.au
E-mail: info@sulo.com.au

SULO – Victorian Office
1950 Hume Hwy
Campbellfield VIC 3061
Australia
Tel: +61 (0) 3 - 9357 7320
Fax: +61 (0) 3 - 9357 7340

SULO – Queensland Office
11 Argon Street
Sumner Park QLD 4074
Australia
Tel: +61 (0) 7 - 3725 5000
Fax: +61 (0) 7 - 3725 5099

SULO - New Zealand
PO Box 58 962
Greenmount, Manukau City 2141
New Zealand
Tel: +64 9 273 6870
Fax: +64 9 273 8483




